
CS-FC 80/330 kW

series

Refrigeratori condensati ad aria 
con free-cooling integrato per il 
raffreddamento dell’acqua di processo.

Air cooled chillers with 
integrated free-cooler for 
process water cooling.

NEW



CS-FC series

CS-FC series R513AR410AR513AR410A R513AR410A R513AR410A R513AR410A

Progettata per ridefinire gli standard 
di efficienza nel raffreddamento delle 
acque di processo, la serie CS-FC unisce 
le prestazioni di un chiller ad aria alla 
logica intelligente di un free-cooler 
integrato. Il risultato è una soluzione 
compatta che coniuga risparmio 
energetico, minore ingombro e ridotto 
impatto ambientale.

Sfruttando la temperatura dell’aria 
esterna, il sistema riduce sensibilmente 
l’impiego dei compressori, con consumi 
elettrici inferiori, minori emissioni di 
CO₂ e un ciclo operativo più sostenibile 
rispetto alle tecnologie tradizionali.

Sul piano economico, il free-cooling 
assicura risparmi energetici rilevanti 
soprattutto nei mesi più freschi e 
contribuisce ad abbassare i costi di 
manutenzione: il minor utilizzo dei 
compressori ne prolunga la durata e 
garantisce affidabilità nel tempo.

Designed to redefine efficiency standards 
in process water cooling, the CS-FC series 
combines the performance of an air-
cooled chiller with the intelligent logic of 
an integrated free-cooler. The result is a 
compact solution that delivers energy 
savings, reduced footprint, and a lower 
environmental impact.

By harnessing the temperature of the 
ambient air, the system significantly reduces 
compressor usage, ensuring lower power 
consumption, reduced CO₂ emissions, 
and a more sustainable operating cycle 
compared to traditional technologies.

From an economic perspective, free-cooling 
provides substantial energy savings, 
particularly during colder months, while 
also lowering maintenance costs: reduced 
compressor operation extends component 
lifespan and ensures long-term reliability.

All’interno della gamma CS-FC

•	 Struttura robusta: in acciaio al carbonio zincato con 
verniciatura a polveri poliestere; pannelli frontali e laterali 
completamente removibili per un facile accesso.

•	 Compressori ad alta efficienza: di tipo Scroll con 
resistenza carter fornita di serie.

•	 Refrigerante: R454B a basso impatto ambientale.
•	 Condensatori: batterie alettate in rame/alluminio con 

filtro in acciaio inox AISI 304 fornito di serie.
•	 Serbatoio di accumulo integrato: serbatoio acqua in 

HDPE installato internamente, con indicatore di livello 
esterno tramite finestra dedicata.

•	 Pompe: centrifughe in acciaio inox (3 ÷ 5 bar), disponibili 
anche in configurazione run/stand-by.

•	 Evaporatore: a fascio tubiero. La dotazione standard 
comprende interruttore di livello, manometro 0–10 bar, 
pressostato differenziale e sonda antigelo.

•	 Ventilatori: EC brushless per massima efficienza e 
ridotta rumorosità.

•	 Quadro elettrico: protezione IP54, adatta per 
installazioni all’esterno.

•	 Controllo intelligente: microprocessore con interfaccia 
RS485 per monitoraggio avanzato.

CONDIZIONI DI ESERCIZIO – OPERATING LIMITS

TECHNICAL DATA

MODALITÀ DI FUNZIONAMENTO FREE-COOLING – FREE-COOLING OPERATION MODES

Inside the CS-FC Series

•	 Robust construction: galvanized carbon steel with 
polyester powder coating; front and side panels fully 
removable for easy access.

•	 High-efficiency compressors: Scroll type with standard 
crankcase heater.

•	 Refrigerant: eco-friendly R454B.
•	 Condensers: Cu/Al finned coils with AISI 304 stainless steel 

filter supplied as standard.
•	 Integrated storage tank: HDPE water tank installed 

internally, with external level indicator through dedicated 
window.

•	 Pumps: stainless steel centrifugal pumps (3 ÷ 5 bar), also 
available in run/stand-by configuration.

•	 Evaporator: shell & tube type. Standard supply includes 
level switch, 0–10 bar pressure gauge, differential pressure 
switch, and antifreeze probe.

•	 Fans: EC brushless technology for high efficiency and 
reduced noise.

•	 Control panel: IP54 protection, suitable for outdoor 
installation.

•	 Smart control: microprocessor with RS485 interface for 
advanced monitoring and communication.
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Tw out - Fluid temperature

+45°C

Option
LW - Low fluid
temperature

Standard
range+0°C

-10°C

-20°C
Option ML - Low ambient

working -20°C

LW limits
-10°C +0°C +5°C +30°C

	•  If AT > CHW inlet (-1K)
	•  Compressor ON / free cooling OFF
	•  100% compressor cooling
	•  Three-way valve deactivated: water passes only 

 through the shell and tube evaporator
	•  100% compressor cooling

CHILLER Mode
	•  Se AT > ingresso CHW (-1K)
	•  Compressore ON / Free-cooling OFF
	•  100% raffreddamento tramite compressore
	•  Valvola a tre vie disattivata: l’acqua passa solo   

 attraverso l’evaporatore a fascio tubiero
	•  100% raffreddamento tramite compressore

	•  If AT > CHW inlet (-1K)
	•  Compressor ON / free cooling ON
	•  Three-way valve activated: the water first passes 

 through the water coils and then the shell and tube 
 evaporator; the compressor are activated according to 
 the set-point

	•  Precooling by free cooling

MIX Mode
	•  Se TA > ingresso CHW (-1K)
	•  Compressore ON / Free-cooling ON
	•  Valvola a tre vie attivata: l’acqua passa prima attraverso 

 le batterie alettate e poi nell’evaporatore a fascio tubiero; i 
 compressori si attivano in base al set-point.

	•  Pre-raffreddamento tramite free cooling

	•  If AT > CHW inlet (~ -10K)
	•  Compressor OFF / free cooling ON
	•  Three-way valve activated: water passes first through 

 the water coils and then the shell and tube avaporator; 
 compressors do not activate

	•  100% free cooling (only pumps & fans running)

TOTAL FC Mode
	•  Se TA > ingresso CHW (~ -10K)
	•  Compressore OFF / Free-cooling OFF
	•  Valvola a tre vie attivata: l’acqua passa prima  

 attraverso le batterie alettate e poi nell’evaporatore a 
 fascio tubiero; i compressori non si attivano

	•  100% free-cooling (solo pompe e ventilatori in funzione)

80 90 120 140 160 230 270 330

Capacità di raffreddamento 
nominale (1)
Nominal cooling capacity (1)

kW 80,00 92,00 120,00 140,00 160,00 236,00 270,00 330,00

kCal/h 68.800 79.120 103.200 120.400 137.600 202.960 232.200 283.800

Refrigerante/GWP
Refrigerant/GWP R454B - 467

Peso senza opzioni
Weight without options kg 785 850 1.180 1.230 1.310 1.870 2.060 2.240

Dimensioni
Sizes

mm D 1.045 1.045 1.305 1.305 1.305 2.085 2.085 2.085

mm W 2.455 2.455 3.220 3.220 3.220 3.900 3.900 3.900

mm H 2.125 2.125 2.200 2.200 2.200 2.500 2.500 2.500

1.	 15°C Acqua/25°C Ambiente 1.	 15°C Water/25°C Ambient

Nell’ottica di miglioramento del prodotto, HT-Cooling si riserva il diritto di modificare i dati tecnici senza obbligo di preavviso.
With the aim of improving the product, HT-Cooling reserves the right to modify technical data without notice.
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Via L. Romagnoli, 12/A
40010 Bentivoglio (BO) - Italy

info@ht-cooling.com
www.ht-cooling.com


